





ASSEMBLY INSTRUCTIONS

TO DO SO.

HANDLED CARELESSLY.

SERIOUS PERSONAL INJURY COULD OCCUR IF YOU CONNECT THE MACHINE TO THE POWER SOURCE BEFORE YOUR
HAVE COMPLETED THE SET UP PROCESS. DO NOT HOOK-UP THE MACHINE TO A POWER SOURCE UNTIL INSTRUCTED

BE SURE TO READ AND UNDERSTAND THIS ENTIRE MANUAL.
USE CAUTION AND WEAR GLOVES WHEN HANDLING METAL PARTS SUCH AS THE BELT CLAMPS, WHICH CAN CUT IF

THE SOUND LEVEL OF THIS MACHINE IS RATED AT APPROXIMATELY 80-85 DB DURING OPERATION. MAKE SURE THAT

ADEQUATE HEARING PROTECTION IS USED AND THAT THE OVERALL SOUND LEVEL WITHIN THE WORKING ENVIRON-

MENT IS TAKEN INTO CONSIDERATION.

STEP 1- INSTALL THE CASTERS

Turn the base plate upside down nd using the sup-

plied wrench, attach the casters with the 5/16” x 1/2”
flange bolts.

STEP 3 - MOUNT THE SUPPORT RODS TO THE BASE

STEP 2 - ATTACH FAN/MOTOR ASSEMBLY TO BASE PLATE

N_;

NOTE: Help with lifting will be needed at this time. The
fan/motor is heavy - do not overexert.

Turn the base plate back over (right side up) and place
the fan & motor assembly on the plate. Line up the
mounting holes and attach the motor to the base plate
using 5/16” x 1/2” flange bolts in only 3 of the 4 moun-
ting holes as shown.

NOTE: leave the 4th hole free for the moment - you will use
this hole to mount one of the verlical support rods in the
following step.

STEP 4 - ATTACH THE DRUM TO THE SUPPORT RODS
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NOTE: the front and rear support rods are identical and have
angled ends (@ ) 1o seat over the lip of the base. The 3rd rod
has a flat bottom fto sit flush on the base plate ((D ).

Aftach the vertical support rods to the base plate as
shown, using two 5/16” x 1/2” bolts for the front and rear
rod and one bolt on the third (flat bottom) rod.

With the help of an assistant line up the holes in the drum
with the holes in the support rods and secure the front
and side support rods to the drum using the 5/16” x 1/2”
flange bolts.

NOTE: For model 10-105M1 (with filter bag) leave the rear
support rod unattached for the moment - you will secure it
fo the drum along with the bag hanger in the following
step. If you have model 10-105CFM1 (with canister filter),
no bag hanger is included or required - simply attach the

drum to all 3 support rods and skip step # 5.




STEPS -ATTACH THE BAG HANGER TO THE DRUM
— MODEL 10-105M1 onk

STEP 6 - ATTACH THE HOSE TO FAN/MOTOR ASSEMBLY & DRUM
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Install the rear support rod A onto the rear of the drum
as shown in B using the 5/16” x 3/4” flange bolts.

STEP7-ATTACH THE HOSE INLET
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Use the supplied 3/16” screw to attach the hose inlet
(“Y” fitting) onto the air inlet on the fan/motor assembly.

STEP 9 - INSTALL COLLECTION BAG ON THE DRUM

hose to the fan/motor assembly and the other end to
the inlet on the drum.

TEP 8 - FIT THE FILTER BAG TO DRUM - 10-105M10n
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USE CAUTION AND WEAR GLOVES WHEN HANDLING ME-
TAL PARTS SUCH AS SUCH AS BELT CLAMPS, WHICH

CAN CUT IF HANDLED CARELESSLY.

Slip a belt clamp through the opening in the bag until
it comes out through the hole at the other end - as
shown. Use the belt clamp to attach the bag to the
upper portion of the drum. Before tightening the clamp
make sure the metal strap is sitting in the groove on the
upper portion of the drum to create an airtight seal
between the drum and the bag.

STEP 10 -INSTALL THE FILTER BAG ON THE DRUM - 10-005 M1 onl

Install the collector bag by using the belt clamp to
attach the bag to the lower portion of the drum. Before
tightening the clamp make sure the metal strap is sit-
ting in the groove on the lower portion of the drum to
create an airtight seal between the drum and the bag.

If you have model 10-005CF M1 or 10-005SCF M1 (with can-
ister filter) skip ahead to step #11.

Fit the upper bag support into the holes on the drum
©. Slip a belt clamp through the opening in the filter
bag until it comes out through the hole at the other
end O. Use the belt clamp to attach the filter bag to
the upper portion of the drum ©. Before tightening
the clamp make sure the metal strap is sitting in the
groove on the upper portion of the drum to create an
airtight seal between the drum and the bag.




STEP 11 - FIT THE CANISTER FILTER ONTO THE DRUM
— MODEL 10-105CFM1 ONLY STEP12- INSTALL FOAM GASKET (IF NEEDED)

| s N
If you have model 10-105M1 with filter bag skip ahead to Basic assembly is now complete and your dust collec-
step #12. tor is ready to be put into service. Once the unit is
hooked up to an appropriate electrical connection,
turn on the unit and check for air leaks around the
bags or canister filter (model 10-105CFM1). If necessary to
seal an air leak, peel off the backing and stick the

Tip/Hinf: To seat the canister on the rim of the drum, run a Gdhes“/e foam goskef onfo the drum, moklng sure the

flat piece of wood (such as a ruler) between the drum and i ity :
the g;ack ap':;n on(fge boﬁomuof ‘f‘he canister, (6;-‘ gasket is sitting in the appropriate groove on the drum.

Fit the canister filter onto the drum as shown and use
the belt clamp to hold the canister securely onto the
drum.

OPERATING INSTRUCTIONS

é ALWAYS TURN ON THE DUST COLLECTOR BEFORE STARTING YOUR DUST PRODUCING MACHINE AND ALWAYS STOP THE
DUST PRODUCING MACHINE BEFORE TURNING OFF THE DUST COLLECTOR.

BEFORE STARTING

1. To minimize airborne dust make sure that all hoses,
fittings and clamps are secure and airtight.

2. For maximum system efficiency, make sure a cover
is installed on any unused hose inlet openings.

3. Never operate the machine without the filter bag or
cartridge and the collection bag properly installed.

HEARING PROTECTION IS USED AND THAT THE OVERALL SOUND LEVEL WITHIN THE WORKING ENVIRONMENT IS TAKEN INTO

Ii THE SOUND LEVEL OF THIS MACHINE IS RATED AT APPROXIMATELY 80-85 DB DURING OPERATION. MAKE SURE THAT ADEQUATE
CONSIDERATION.

BASIC INSTRUCTIONS

The MODEL 10-105 & 10-105CF Dust Collector has been designed to capture, remove, and collect non-metallic
dust and wood dust around the workshop and from woodworking machinery.




ON/OFF SWITGH

The model 10-1056M1 & 10-105CFM1 are equipped with a
simple “rocker style” On/Off switch featuring a removable
lock out safety key. \

To prevent unauthorized use or unintentional start-up,
remove the safety key and store it in a safe place when-
ever the dust collector is not in use.

To start the dust collector, insert the safety key and pull up <J <J

the switch. To stop the machine, push down on the power

switch. POWER ON POWER OFF SAFETY KEY
(PREVENTS START-UP
WHEN REMOVED)

‘. MAKE SURE THE SWITCH IS IN THE “OFF” POSITION BEFORE PLUGGING IN THE POWER CORD.

REMOVE THE SWITCH KEY WHENEVER THE DUST COLLECTOR IS NOT IN USE. PLACE IT IN A SAFE PLACE AND OUT OF THE
REACH OF CHILDREN.

MAINTENANGCE & SERVICING

iii MAKE SURE THE SWITCH IS IN THE "OFF" POSITION AND UNPLUG THE UNIT FROM THE POWER SOURCE BEFORE PER-

FORMING ANY MAINTENANCE.

This machine operates on 110 V single phase power (M1 model only); if you suspect any electrical problems call
a qualified electrician to do the verification of the electrical circuit or the machine. If you need further help with your
dust collector contact your General® International distributor or call our Technical Support at (514) 326-1161.

e All bearings are sealed and permanently lubricated. No further lubrication is needed.

e Periodically inspect all hardware, fittings and fasteners that may have loosened due to vibration - re-tighten
as needed.

* To minimize airborne dust particles periodically inspect all dust collection fittings - re-tighten as needed.
e Keep the outside of the unit clean and wipe off excessive dust or dirt with a dry rag.
e Clean filters (bags on 10-105 or cariridges 10-105CF) on a regular basis and replace as needed.

* Periodically inspect inside of all pipes, fittings, hoses, blast gates, and connectors for accumulated dust
build-up or other obstructions and clean as needed. Remove sections and vacuum or manually remove
debris as needed.

e Check and if necessary replace all damaged paris or components.
* Do not operate with a damaged filter bag or canister - replace a damaged filter immediately.

* Periodically inspect the power cord and plug for damage. If necessary replace the power cord and plug
at the first signs of visible damage.

¢ Use only recommended parts and accessories. The use of parts or accessories NOT recommended by
GENERAL® INTERNATIONAL may result in a risk of injury or damage to the machine.




CLEANING OR REPLACING THE FILTER BAGS (10-105 only)

/: TURN THE SWITCH TO THE "OFF" POSITION AND UNPLUG THE UNIT FROM THE POWER SOURCE BEFORE CLEANING OR
REPLACING FILTER BAGS OR BEFORE PERFORMING ANY MAINTENANCE.

Tip/Hint: To avoid potentially costly down-time, consider keeping a spare filter bag on-hand and nearby for use if needed.

After a period of time depending on the frequency of use, the filter bag may become clogged and affect airflow
as well the overall efficiency of the unit. Should you notice a drop in the efficiency or performance of the unit, it may
be a sign that it is time to clean the filter bag. If so, proceed as follows:

1. Turn off and unplug the machine.

2. Unclip the belt clamp and remove the bag from the machine.
3. Clean the dust from inside the filter bag using a vacuum.
4

For extreme cases, after the initial cleaning with a vacuum, turn filter bag inside out and vacuum a second time,
laying the bag on flat hard surface (such as a table or workbench) and slowly passing the vacuum nozzle over
the entire surface area.

5. Re-install the bag and re-attach the clamp.

Note: Filter bags can also be machined washed (gentle cycle only) in cold or warm water. (Do not use hot water)
Do not use detergent. Make sure the bag has completely dried before re-installing on the machine.

FOR MACHINE WASHING, MAKE SURE TO REMOVE THE BELT CLAMP FROM THE BAG BEFORE WASHING!

CLEANING OR REPLACING THE CANISTER FILTER (10-105CF only)

C TURN THE SWITCH TO THE "OFF" POSITION AND UNPLUG THE UNIT FROM THE POWER SOURCE BEFORE CLEANING OR
REPLACING CANISTER FILTER OR BEFORE PERFORMING ANY MAINTENANCE.

After a period of time depending on the frequency of use, the canister filter may become clogged and affect air-
flow as well the overall efficiency of the unit. Should you notice a drop in the efficiency or performance of the unit,
it may be a sign that it is time to clean the filters. If so, proceed as follows:

1. Turn off and unplug the machine.

2. For basic cleaning, simply rotate the handle on the top of the canister several rotations. The internal flap
will rub against the corrugated inner filter and shake free any built-up dust from inside the filter.

3. For a more thorough cleaning, after rotating the handle, unclip the belt clamps and remove the canister from
the machine and place it on the ground upside down.

Vacuum the inside of the canister to remove any remaining dust from inside.

Re-install the canister and re-attach the clamp.

CLEANING OR REPLACING THE COLLECTOR BAG

C TURN THE SWITCH TO THE "OFF" POSITION AND UNPLUG THE UNIT FROM THE POWER SOURCE BEFORE CLEANING OR
REPLACING COLLECTOR BAG OR BEFORE PERFORMING ANY MAINTENANCE.

Note: Depending on your needs, shop situation and local regulations collections bags can be empftied and re-used
or disposed (with their contents) and replaced with a new bag.

1. Turn off and unplug the machine.
2. Unclip the bag clamp and remove the bag from the machine.

3. Empty the bag (or simply dispose of the bag and it's contents and replace with a new bag) disposing of the
contents in a safe and responsible manner that complies with all local codes and regulations regarding waste
disposal.

4. Re-install the bag and re-aftach the clamp.




RECOMMENDED OPTIONAL ACGESSORIES

We offer a large variety of products for increased convenience, productivity, accuracy and safety when using
your dust collector. Here’s a small sampling of optional accessories available from your local General

International dealer.

For more information about our products, please visit our website at www.general.ca

4” to 2 1/2” Reducer
#10-086

1 Micron Canister Filter
#10-106

4” x 10’ Polyethylene
Flexible Hose
#10-410

Electronic Earmuffs
#99-200

Highly efficient noise
reduction to help protect
your hearing when
operating power tools.

Clear Plastic

Dust Collector Accessory

e

Collector Bag Kit Two Machine Hook-Up
#10-120 #10-200
(2) 4"x 10 Polyethylene flexible hose.
(1) 4” Universal dust hood outlet.
(1) Table saw dust hood.
(2) 4”blast gates
(1) 4"“Y”fitting.
(10)4” wire bail hose clamps.
(6) Heavy duty clear plastic col-
lector bags.
|
— Window Type 2 Micron Filter Bag
= Collector Bag #10-115
i #10-120
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PARTS LIST
10-105/105CF

PART NO. DESCRIPTION SPECIFICATION arTY
1010501 CASTER 4
10105-02 BASE PLATE 1
10105-03 FLANGE BOLT 5/16" X 1/2" 22
10105-04 FLANGE BOLT 5/16" X 1/2" 4
10105-05 FAN HOUSING 1
10105-06 FAN 1
10105-07 WASHER 1
10105-08 CAP SCREW M6 X 1.0 X T9MM L.H. 1
10105-09N 6" INLET COVER 1
10105-10 PAN HEAD FLANGE SCREW 3/16"X 3/8" 12
10105-11N 6” HOSE INLET / “Y” FITTING 1
10105-12 PAN HEAD FLANGE SCREW 3/16"X 3/8" 1
10105-13 FOAM GASKET 1
10105-14 MOTOR 1
10105-15 KEY 6MM X 6MM X 25MM 1
10105-16 POWER CORD 1
10105-17 SWITCH 1
10105-18 FLANGE BOLT 5/16" X 3/8" 4
10105-19 WASHER 5/16" 4
10105-20 HOSE CLAMP 2
10105-21 HOSE 1
10105-22 DRUM 1
10105-23 COLLECTOR BAG (ITEM #10-120) 1
10105-24* FILTER BAG 1
10105-25 BELT CLAMP 2
10105-26 SUPPORT ROD 2
10105-27N* BAG HANGER 1
10105-28 SUPPORT ROD 1
10105-29 FLANGE BOLT 5/16"-18 UNC X 3/4" 4
10105-30 WASHER 4
10105-31 NUT 5/16" X 18 UNC 4
10105-32 HEX HEAD BOLT 5/16" X 5/16" 1
10105-33 ALLEN KEY 5MM 1
10105-34 OPEN END WRENCH 10MM X 12 MM 1
10105-35 FOAM GASKET 4X20 1
*Not supplied/required for Model #10-105CF




[canister supplied on Models
#10-105CF, #10-110CF & #10-210CF
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33 31 28 \
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PARTS LIST
10-106

PART # DESCRIPTION SPEC. QTY PART # DESCRIPTION SPEC. ary
10106-25 CANISTER FILTER DIA.500MM 1 10106-41IN BOTIOM FIXING PLATE 1
10106-26 BEARING 1 10106-42 FIXING PLATE 2
10106-27 BUTTON HEAD SCREW 5X 12 2 10106-43 PHILLIPS HEAD SCREW 5X15 4
10106-28 SHAFT 1 10106-44 GEAR M1.25 XT20 2
10106-29 CRING S$-12 1 10106-45 SET SCREW 5X8 2
10106-30 SET SCREW 5/16"X 3/4” 1 10106-46 NUT 5/16” 1
10106-31 HANDLE 1 10106-47 FOAM GASKET - A 3X20X 1560 1
10106-32 FOAM HANDLE COVER 7/8" 1 10106-48 BUTTON HEAD SCREW M5 X 6 6
10106-33 CAP 3/4” 1 10106-49 NUT M5 4
10106-34 FLAT WASHER 1/4" X 18 1 10106-50 SPINDLE 1
10106-35 BELT CLAMP (#ITEM 10-093) 1 10106-51 FOAM GASKET - B 5X42X 1560 1
10106-36 PHILLIPS HEAD SCREW Mé X 8 1 10106-52 FIXING PLATE 3
10106-37 CANISTER FIXING PLATE 2 10106-53 FLAPPER 3
10106-38 BEARING CAP 1206 3 10106-54 PHILLIPS HEAD SCREW M5 X 8 8
10106-39N  HEX HEAD BOLT M5X 10 6 10106-55 NUT 1
10106-40N  FLAPPER ARM 3 10106-56 COVER 1




Models 10-105 M1 & 10-105CF M1

10-105CF M1

8360 Champ-d’Eau, Montreal (Quebec) Canada H1P 1Y3

Tel.: (514) 326-1161
Fax: (5614) 326-5565 - Parts & Service / Fax: (514) 326-5555 - Order Desk

orderdesk@general.ca
www.general.ca

IMPORTANT

When ordering replacement parts, always give the model number, serial number of the machine and
part number. Also a brief description of each item and quantity desired.




